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#2 KENWORTH T-270 SPECIFICATIONS

® PHYSICAL DIMENSIONS!:
27’ long, 10’ wide, 12’ 5” overhead clearance
(dish stowed), 22,500 Ibs.
100 gallon capacity diesel tank
Interior seating for 5

®* SHORE POWER REQUIREMENTS:
208 volt Single Phase, 100 Amps
Truck carries 200’ shore power cable

e ON-BDARD POWER:
20 Kw Perkins Generator

® UPLINK/DOWNLINK:

Vertex 2.6m 2 Port Antenna (Multiple Path Capable
Same Pole)

RCI RC3000a Antenna Controller
Tektronix 1705 Spectrum Analyzer
2 - MCL Ku Band 350w TWT Amplifiers (Phase Combined)
2 - Adtec EN-91 SD/HD MPEG4 Encoders 4:2:2
2 - Adtec Mediahub-Pro HD/SD 4:2:2 MPEG2 Encoders
2 - Adtec RD-60 HD/SD 4:2:2 MPEG-4/MPEG2 IRDs
DVD-S/DVB-S2 QPSK/8PSK Capable
1 - Upcom UC-IRD+HD/SD MPEG-2/4 IRD
DVB-S/DVB-S2 QPSK/8PSK Capable
2 - Miteq U-9696 Ku Band Upconverters

*VIDEDO:
16 x 16 Blackmagic Design Compact
Videohub 3G/HD/SD-SDI Router

2 - JVC Verite DT-V17G1Z 17” Multiformat HD
Monitors

2 - Decimator Designs MD-Quad Multiviewers with
Audio Metering
1 - Blackmagic Design SmartView Duo Monitor Pair

1-42” Samsung HD TV

1 - AJA Ki Pro Rack HD Recorder for Recording:
Apple ProRes 422 (HQ) QuickTime, Avid DNxHD
QuickTime, Avid DNxHD MX

2 - DirecTV Receivers with East Coast Feeds

® AUDID:

2 - Wohler AMP1 Analog Audio Monitors
2 - Crown D-75A Audio Amplifiers

2 - Yamaha - 5” Loudspeakers

2 - Whirlwind Mix 6s Stereo Mixers
Coles 4104 “Lip Mic”

® COMMUNICATION:

4 - Verizon Cell Phones

2 - Telos Links

2 - IFB Plus 2-Channel IFB Controllers

2 - RTS MCE325 Stations

1 - RTS Model PS31 Intercom Power Supply

®* FIBER/CABLE:
2000’ BNC/Audio Cable
1500’ TAC 4 Fiber and 4 Sets of Telecast
Rattlers
12’x12’ Popup Tent w/ Director’s Chair
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